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TH 395 R
®

Hight performance, designed 
for professionals,  
the   TH 395 R  
is concentrated technology 
dedicated to environment. 

SPECIFICATIONS: TH 395 R

ADVANTAGES: TH 395 R
•	Strong and compact frame.

•	Telescopic single arm.

•	Slack adjustment pad.

•	Reversibility: work to the left  
or the right with pivot.

•	Parallelogram with hydraulic 
compensation.

•	Power pack with cooler.

•	Double pump.

•	Proportional electric control of hydraulic 
motions with monolever.

•	Tiet sensor.

•	Hydraulic offset of the cutting element.

•	Two way rotation.

•	Versability, our MINILEM PROFILÉ®  
or alternative shears can be adapted.

• Cutting element and options:  
see sheet “KIROGN® TH 240 R”.

Recommended weight for loader: 1 000 kg minimum

VERY COMPACT, 

unfold with 

performance 

towards vegetation.

Indicative weight of equipment 485 kg

Minimum weight of the loader 1 000 kg

Maximum height for horizontal cut 3,95 m

Maximum height for vertical cut 6,20 m

Hydraulic supply
With  
independent 
power pack

Reversability right / left Yes

TECHNICAL FEATURES

Possibility to work to the left  
or the right with pivot.
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